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1999 Range Rover 4.6 HSE 


by Michael Hyde 


1. The Range Rover is the flagship model for the Land Rover line of SUV's. 
The 1999 model uses a high-security external 4-track key with no 
transponder. Although the key codes are published (1-2000), it is very 
unlikely that the dealer will be able to retrieve a code. Furthermore, the 
exact key blank is only available cut from the dealer, so you will need to 
modify a Silca HU71P if you want to generate a key to this vehicle. The 
vehicle is also difficult to open if it has been locked with a key. 


Opening the 1999 Range Rover HSE 


The most significant difficulty with opening this vehicle is the "disconnecting 
feature" of the lock linkages when the vehicle is locked with a key. This is not a 
true deadlock. There is an extra linkage that renders the lock and inside handle 
useless unless the cylinder is turned. 


There are two methods available to open this vehicle. If the vehicle has not 
been locked with the key, you can use a reach tool and pull the inside handle. If 
the vehicle has been locked with a key, opening is more difficult. The preferred 
method is to use a high-security pick to open the vehicle. There are various 
high security picks available, any of them will work with the BMW pick blade. 
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Manufacturers: Interested in 
offering rebates or discounts to 
NLAA members? Contact Marc 
Goldberg at the Home Office 


2. If picking the 
lock fails, the 
vehicle can also 
be opened using 
conventional car- 
opening tools, 
but some 
bending of the 
linkages may 
occur. You will 
need to insert an 
"L" shaped car- 
opening tool and 
maneuver it 
towards the rear 
tailpiece. 


3. You will then need to pry the linkage out of the clip on the tailpiece. The 
clip is similar in design to those found on many GM products. This may 
bend the linkage slightly, but the linkage will disconnect. After it 
disconnects you can lift up on the button and unlock the door. 
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4. A close up of the GM style clip that holds the 
linkage to the tailpiece. 
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Door Lock Removal 


5. It is easiest to 
remove the panel 
and then remove 
the lock. 


6. Begin by removing the 
Phillips screw under the 
handle rest. 
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8. Remove the 
triangular plastic 
trim piece on the 
top of the door 
panel. 


7. Remove the 
plastic trim piece 
behind the inside 
handle. 
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9. After removing the 
trim piece, this will give 
access to another 
Phillips screw. 


10. You can now 
remove the panel. 
Remove the Torx- 
27 on the door 
edge and the lock 
can be removed. 
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11. The lock removed. 


12. The door lock contains all cuts to 
make a complete key. Disassembly is not 
difficult. Begin by removing the pin that 
secures the handle linkage connector. 
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13. You can now 
remove the handle. 


14. To disassemble the 
lock you will need to 
remove the roll-pin that 
holds the lock body 
together. Drill a hole 
behind the pin as 
shown. 
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15. Use a sharp 
pick to push the 
roll-pin out. 


16. Rotate the 
rear part of the 
lock body and it 
will disengage 
from the front. 
There is a large 
spring between 
the two parts. 
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17. You can now remove the cylinder from the 
rear. 


18. The plug easily slides out of 
the housing. 


19. The lock and all components. 


20. The door lock contains all cuts and the wafers are stamped. Laying the wafers out in order we must remember 
the rule; Left-Right-Left-Right.... 
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$5.00 Off any HPC Air Wedge 
Rebate code: 04HNS08 


The Original Air Wedge® 


Universal Air Wedge® 


To receive your HPC, Inc. rebate, simply fill out the form below and mail it along with a copy of your invoice to: 


HPC, Inc. 
Attn: Rebate Department 
PO Box 2093 
Schiller Park, IL 60176 USA 
Company _______________________________________________________________________________________ 
Name __________________________________________________________________________________________ 
Title____________________________________________________________________________________________ 
Address_________________________________________________________________________________________ 
City ____________________________________________________________________________________________ 
Sate and Zip _____________________________________________________________________________________ 
Country _________________________________________________________________________________________ 
E-mail __________________________________________________________________________________________ 
Phone __________________________________________________________________________________________ 
Fax ____________________________________________________________________________________________ 
Product Name____________________________________________________________________________________ 
Rebate code _____________________________________________________________________________________ 


Official Rules: 


• Offer valid only for Security Professionals making qualified purchases through an authorized HPC Distributor 
between October 1, 2004 and October 29, 2004. 
• This offer is mutually exclusive and cannot be used with any other offer. 
• To receive free merchandise you must purchase the exact product shown. 
• Paperwork must be clearly stated, “Rebate Department”. 
• To qualify, all paperwork (copy of your invoice and a copy of your NLAA card) must be received at HPC, Inc. on or 
before November 30, 2004 by mail or fax. 
• Please allow 4 to 6 weeks for processing. 
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21. The correct key 
bitting for this lock is 
Left-1 2 3 4 4 and 
Right 3 3 3 1 3. 


22. The Silca HU71P must be 
modified before it will work. It will 
NOT work, even as a valet, until it is 
modified. You will need to cut a 
center milling in both sides of the key 
so it can enter the lock. 
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23. I used a Matrix machine to cut the 
center groove. 


